New York Stone

with Face Mix

Paving Slabs

Granite

Where function meets style

New York Stone Paving Slabs

New York Stone Series Colors
“New York Stone” Paving Slabs with
their unique color blends and texture
can be installed with the Cortez Series
to provide an even greater range of
design possibilities.

The New York Stone Series with our exclusive Face Mix, two layer, unified
manufacturing process is a reinvention of our popular YorkStone series.
Unleash your creativity on your next project using a variety of colors, shapes and
sizes to define your unique style.
Abbotsford Concrete’s Paving Slabs are made to precision sizes with true edges that
fit together tightly. Top edges are chamfered for a neat appearance and integrated
spacer tabs for easier installation.
Our Paving Slabs are pressed using an advanced method of producing concrete
paving resulting in a cured slab with incredible strength.

Granite

Charcoal

Mortar Set

Pedestal Installation

Paving Slabs
Paving Slabs

Thinset
Zero Slump Mortar Bed
w/Reinforcing Mesh

Pedestals

Sandalwood

Copper Canyon

While the colors shown here are represented as accurately as
possible, they should only be used as a guide. Actual samples
should be viewed before making a final color selection.
For best results, slabs should be installed from several pallets
in random order to ensure overall consistency, especially with
multi-color blends.

Specifications:
ABBOTSFORD CONCRETE PRODUCTS
HydraPressed Slabs to CSA A231.1-19
ASTM C1782/C1782M-19 specifications.
Concrete strength: 8000 PSI (55 MPA)
Absorption: 		 shall not exceed 5%
Flexural strength: Average flexural (transverse) strength of
			 the concrete paving slabs shall be at 		
			 least 725 PSI (5 MPA) when tested in 		
			 accordance with A231.1-19
			
ASTM C1782/C1782M-19
Center point load test of pedestal-supported
slabs: 1800 lbs.

Visit our website at
www.pavingstones.com
for our complete product guide,
color selection, design details
and photo gallery,
or call toll free 1-800-663-4091.

Waterproofing System
(by others)

Extruded
Polystyrene
Insulation

Structural Concrete

Sand Set

Protection Board
and/or Drain Mat

Paving Slabs

Waterproofing
Membrane

3/4"-1" Sand Setting Bed
(Washed Concrete Sand)

Structural Concrete

6"-8" Compacted
Aggregate Base
(3/4" Minus Roadbase
Material )

Standard Sizes:
610mm x 610mm x 50mm
457mm x 610mm x 50mm
305mm x 610mm x 50mm
457mm x 457mm x 50mm
305mm x 457mm x 50mm

(24” x 24” x 2”)
(18” x 24” x 2”)
(12” x 24” x 2”)
(18” x 18” x 2”)
(12” x 18” x 2”)

Abbotsford Concrete Products’ Slabs offer volume
production, exacting standards and low cost...
a winning combination suitable for any setting.
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